8x .250-20 UNC-2B THRU
- (44.00 [1117.60] ) -— \
—»](6.00 [152.40] ) |-—
— |<_ 1.00 [25.40] 4x 219 THRU 12x .265 THRU
! .406 x .265 v _A- -A-
| | (3.00[76.20] ) l (3.00[76.20] )
Ti y T T

T / —

L—-—-—-—0-L-—-—--0--—-—-—-0—-—-—-—Lu—-—-—-—l-o—-—Y- . .

b——,—e— - —_—_— - — - - — - — - — - — - — - — - — - — - —b - — _ 1875184.93]

RO T R (S, (. 5 (. RSN I

T

I 1 1 1 1 1 1 1 1 1 | T
——1  |~a— 1.00[25.40] I I I I I I I I 750 [19.05] 005 s A
[ | 1 1 [ [ .005 s A 63 [15.88]
=~ 9.000[228.60] —®=—| |~=—%.00[25.40] I I I I I I S 1590
1.500 [38.10] ==
fe———— 17000 [431.80] ~——————! ! 'l 100[25.40) @ —=! lea— .
. I I I | I 3.250 [82.55]
i 25.000 [635.00] H —=, | ~=—1.00[25.40] 1 4.750 [120.65]
i~ 33.000 [838.20] - |
- 1
—~ 42.000 [1066.80] ——i E‘ziil-_I
| 1
CARRIER (.81[20.64] )

(.84[21.43] )

BASE RAIL

MATERIAL NOTE:

REGULAR DUTY DOVE TAIL SLIDE ASSEMBLY
WITH ADJUSTABLE GIB

PART NUMBER (ORDER NO.) R3-44-6-M-38T I I I I

SOURCE: MILWAUKEE SLIDE AND SPINDLE

327 EAST BROWN STREET
MILWAUKEE WISCONSIN 53212-3749
(414) 253-5000 A2217500

1(25] 030"
01[0.25]

SURFACE FINISH: i K POTTER 314/9
NICKLE PLATE FOR WEAR RESISTANCE 2
LUBRICATING OILS ARE NOT PERMISSABLE G3 OPTICAL TABLE
CALIBRATION STATION
POTTER/BARRAZA TOP DOVE TAIL SLIDE ASSEMBLY

DIMENSIONS IN BRACKETS [ ] ARE FOR REF. ONLY
USED ON #P41020105-510000

1.4
SEE MATERIAL NOTE 11 |C | P41020105-510001-00
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