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UNLESS OTHERWISE SPECIFIED:
ALL DIMENSIONS ARE IN INCHES

TOLERANCES

DECIMALS ANGULAR
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SURFACE ROUGHNESS

REMOVE ALL BURRS AND
BREAK SHARP EDGES .03 MAX.

SURFACE TEXTURE TO BE IN
ACCORDANCE WITH LATEST ANSI B46.1

DIMENSIONING & TOLERANCING IN
ACCORDANCE WITH LATEST ANSI Y14.5
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BELLOWS, WELDMENT

BRAZING ASSEMBLY2
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1P4102010107-320100

3

FILTER CLAMP - A
3.75 x .906 x .37 THK. 84

5

6

8

9
MDC BOLT SET, 12 POINT HEAD, SILVER PLATED

1/4-28 UNF x .875 LG.
316

2

10

#190057

C-607-A
16

80

11

12

7

U-C#

.315 O.D. x .165 I.D. x .008 THK.
DISC SPRING, VENTED

1

SOURCE:

2

P4102010107-320200

P4102010107-320002

STAINLESS STEEL

STAINLESS STEEL
18-8

STAINLESS STEEL

SOCKET HEAD CAP SCREW, VENTED, SILVER PLATED
#6-32 UNC-2A x .438 LG.

FAX:   (415)-964-0216
PHONE: (415)-964-3827
MOUNTAIN VIEW, CA  94043-4019

U-C COMPONENTS, INC.
410 LOUGE

3

P4102010107-320001 FILTER FOIL(S)
3.110 x .748 x VARIABLE THICKNESS

SEE DWG. 12

3.00 x .335 x .04 THK.
FILTER CLAMP - B

4P4102010107-320003

4.  DIMENSIONS IN BRACKETS [  ] ARE MILLIMETERS.

NOTES:

3.  GRAPHITE TO BE PURCHASED AND INSTALLED BY APS PERSONNEL ONLY.

1.  WHEN MACHINING VACUUM PARTS, USE OF SILICONE,
   SULPHUR-BASED CUTTING FLUIDS AND ABRASIVES IS

    PROHIBITED.  USE TRIM SOL OR APPROVED EQUAL LUBRICANT.

2.  FOR COMPLETE SPECIFICATIONS ON MACHINING, CLEANING, VACUUM
REQUIREMENTS, TESTING AND DELIVERY PREPARATION, SEE
ANL DOCUMENT #410201-00095.

OFHC
PER ANL SPEC. #B 170

ROLL PIN, SILVER PLATED
Ø.125 x .25 LG. STAINLESS STEEL

420
16

MDC VACUUM PRODUCTS CORP.
23842 CABOT BLVD.
HAYWARD, CA  94545-1651
PHONE: (800)-443-8817
FAX:   (910)-383-2023

2

1

3

SUGGESTED

P4102010107-210010

PER ANL SPEC. #B 170
OFHC

FILTER BRACKET
3.00 x .75 x .37 THK.P4102010107-320004

PER ANL SPEC. #B 170
OFHC

2

C-605-A
U-C# SOCKET HEAD CAP SCREW, VENTED, SILVER PLATED

#6-32 UNC-2A x .312 LG. STAINLESS STEEL
18-8

143

3
C-605-A

U-C#
#6 LOCKWASHER, SPRING, SILVER PLATED STAINLESS STEEL

18-8
6

#191004
MDC

132 2OFHCGASKET 2 3/4" NOMINAL

FAX:  (708)-986-1881

MASTER’S PRECISION INC.
15 WEST 770 FRONTAGE ROAD
HINSDALE, IL  60521
PHONE:  (708)-986-0099

P. ENGELBRECHT STERLING

1

1 ITEM 13-MDC # CHANGED-WAS #191007 PJE CB 04/94

04/94CBPJEITEM 13-DECRIPTION ADDED1

1

1 ITEM 7-QTY. WAS 40 PJE CB 04/94

1 MIRROR BRAZING ASSEMBLIES (ITEMS 2) PJE CB 05/94

DETAIL A
SCALE: 2=1
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4 REQ’D.
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8 REQ’D.4
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SEE NOTE 3
12 REQ’D.
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VIEW C-C

C C

SECTION B-B

(24.32 [617.73])

SECTION A-A

SEE DETAIL A
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REF.

REF.

REF.

REF.

(1.30 [33.00])

(2.60 [66.00])

13

2 UNDO PREVIOUS REVISION (MIRROR) PJE CB 11/94


