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SEALED CORNER

CORNER SEALED WELD SHEET BLANK @ CORNER

725[18.41]

R.18 [4.57)

SHEET BEND

r — -—r—r—er—r———-

- — e e e — - — - —0

e ..

SQ. 15,00 (381.00]
(cut-ouT)

SEE DETAIL 1

4

O0— = — = —

4XR25(6.35]

cutout

3.38(85.85) - - -

METAL HAND STAMP * 1/2" * THIS SIDE
IN 50 [12.70] HIGH CHARACTERS
ON CENTER OF

PANEL

7,69 (195.20]

18.00 [457.20]

NOTE:
LEAD PANEL SHALL BE CONSTRUCTED FROM SINGLE UNPIERCED

'SHEET, FREE OF OXIDE INCLUSIONS, FISSURES, VOIDS

AND ALL OTHER DETRIMENTAL DEFECTS. MATERIAL SHALL

BE LEAD GRADE "C" TO COMPLY WITH FEDERAL

'SPECIFICATION-QQL20L. HUTCH SHALL MEET ALL APPLICABLE

FEDERAL, STATE AND LOCAL RADIATION GUIDE LINES:

NBS HANDBOOK 111 AND 114, ANS N43.2 AND
DOE ORDER 5480.11.
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