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16 | 130031 FLANGE NON-ROT. 8" O.0. 1
15 | 110031 FLANGE NON-ROT. 8" O.D. 3
14 | 110029 FLANGE NON-ROT. 6-3/4 " O.D. 3
13 | 110026 FLANGE NON-ROT. 6" 0.D. 2
12 TUBE 6.00 0D X 5.704 ID X 133 LG 5304 1
1 TUBE 6.00 0D X 5.704 1D X 2.33 LG 55304 1
10 |P4105091503-200510-00 PLATE SS 304 a4
1 | 9 |Pa105091503-200509-00 | SIDE FLANGE 5304 2
8 |P4105001503-200508-00 | SUPPORT LEG 55304 2
4 |7 |paososssoszoosoror_|supporT LG ss 304 i |B
6 |P4105091503-200506-00 | HOOD 5304 1
5 |P4105091503-200505-00 | OBSERVING TUBING 55304 2
4 |P4105001503-200504-00 | HORIZONTAL TUBING 55304 2
ADVENT ASSOCIATES
\ores 5808 NORTH ST. LOUIS AVE 3 |P4105091503-200503-00 | LOWER VERTICAL TUBING 5304 1
CHICAGO, IL 60659
e e g 2 |Pa105091503-200502-00 | UPPER VERTICAL TUBING S 304 1
FAX: 312/ 5837260 -200501-
1. WHEN MACHINING VACUUM PARTS, USE OF SILICONE, 1 |P4105091503-200501-00 | UPPER VERTICAL TUBING 55304 1
SULPHUR-BASED CUTTING FLUIDS AND ABRASIVES IS
PROMIBITED. USE TRIM SOL OR APPROVED EQUAL LUBRICANT.
2. FOR COMPLETE SPECIFICATIONS ON MACHINING, CLEANING, VACUUM A1974802
REQUIREMENTS, TESTING AND DELIVERY PREPARATION, SEE
ANL DOCUMENT #410201-00095, i s
i e oumosan . fuoa flo. siu A
3. FOR COMPLETE WELDING SPECIFICATIONS SEE ANL DOCUMENT K.
: FoR cour v tereskiov s Il w. kuzay L3 BENDING MAGNET WHITE BEAM
3 2 T HORIZONTAL AND VERTICAL SLITS
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4. DIMENSIONS IN BRACKETS [ ] ARE MILLIMETERS. e s VACUUM HOOD
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