
1 HORIZONTAL TUBING SS 304 2P4105091504-200401-00

2 VERTICAL TUBING SS 304 2P4105091504-200402-00

11 TUBE 6.00 OD X 5.704 ID X 3.65 LG SS 304 1

10 TUBE 6.00 OD X 5.704 ID X 2.27 LG SS 304 1

P4105091504-200403-003 SIDE FLANGE SS 304 2

4 HOOD SS 304 1P4105091504-200404-00

5 OBSERVING TUBING SS 304 1P4105091504-200405-00

6 SUPPORT SS 304 2P4105091504-200406-00

VAC. TIGHT
TIG

14X

45°

11.50 [292.10]

7.56 [192]

7.56 [192]

(18.3 [465])

(1.2 [30])

1.18 [30]

(23.00 [584.20])

11.50 [292.10]

(15.44 [392.14])

TYP

ADVENT ASSOCIATES
5808 NORTH ST. LOUIS AVE
CHICAGO, IL 60659
PHONE: 312/ 583-7979
FAX: 312/ 583-7260

1.  WHEN MACHINING VACUUM PARTS, USE OF SILICONE,
   SULPHUR-BASED CUTTING FLUIDS AND ABRASIVES IS

    PROHIBITED.  USE TRIM SOL OR APPROVED EQUAL LUBRICANT.

ANL DOCUMENT #410201-00095.

3.  FOR COMPLETE WELDING SPACIFICATIONS SEE ANL DOCUMENT

2.  FOR COMPLETE SPECIFICATIONS ON MACHINING, CLEANING, VACUUM
REQUIREMENTS, TESTING AND DELIVERY PREPARATION, SEE

NOTES:

4.  DIMENSIONS IN BRACKETS [  ] ARE MILLIMETERS.

    #AMS 26A5C.

7.87 [200]

(3.93 [99.90])

12 FLANGE NON-ROT. 3-3/8" O.D. 1110017

13 FLANGE NON-ROT. 6-3/4 " O.D. 4110029

14 FLANGE NON-ROT. 8" O.D. 2110031

A17043

P4105091504-200400-00

BENDING MAGNET MONO BEAM
HORIZONTAL AND VERTICAL SLITS

VACUUM HOOD
ASSEMBLY

1:2
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.010 [.254]
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      SEE B.O.M.
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V. TCHESKIDOV 3/94

3/94

V. TCHESKIDOV 3/94

D. SHU

T. M. KUZAY

STERLING
E. GALINOVSKAYA

STERLING
E. GALINOVSKAYA

8 GUSSET SS 304 4

7 RIB SS 304 2

9 PLATE SS 304 4

13.42 [341]

.94 [24]

12.60 [320].79 [20]

Ø.53 [13.5] THRU
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[e,.004,A]
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.51 [12.95]
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P4105091504-200407-00

P4105091504-200408-00

P4105091504-200409-00
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VIEW D
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FULL PENETRATION

1.18 [30]


