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SURFACE ROUGHNESS

REMOVE ALL BURRS AND
BREAK SHARP EDGES .03 MAX.

SURFACE TEXTURE TO BE IN
ACCORDANCE WITH LATEST ANSI B46.1

DIMENSIONING & TOLERANCING IN
ACCORDANCE WITH LATEST ANSI Y14.5
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VAC.

ANL DOCUMENT #AMS 2685C.
FOR COMPLETE WELDING SPECIFICATIONS, SEE

ANL DOCUMENT #410201-00095.
REQUIREMENTS, TESTING AND DELIVERY PREPARATION, SEE
FOR COMPLETE SPECIFICATIONS ON MACHINING, CLEANING, VACUUM

PROHIBITED.  USE TRIM SOL OR APPROVED EQUAL LUBRICANT.
SULPHUR-BASED CUTTING FLUIDS AND ABRASIVES IS
WHEN MACHINING VACUUM PARTS, USE OF SILICONE,

DIMENSIONS IN BRACKETS [  ] ARE MILLIMETERS AND

NOTES:

ARE FOR REFERENCE ONLY.
4.

3.

2.

1.

1 P4105091507-230001

2

Ø 3.37 ROTATABLE FLANGE
1304 SST

P4105091506-210001 BELLOWS, WELDED 1
347 OR 347L

SST

[-A-]

[-B-]

3

Ø 4.5O NOM. NON-ROT. FLANGE
304 SST 1P4105091507-230002

MOUNTING TAB
1.00 x .75 x .50 THK.THIS DWG.4 304 SST 3

3X .75 [19.05]

3X .37 [9.40]

Ø.281 [7.14] THRU

3X ON Ø5.500 [139.70]

[o,.012m,A,B]

2X 45°

REF.

4

.10 [2.54] x 45° CHAMFER
6X

BOLT CIRCLE

3X 1.00 [25.40]

3X .50 [12.70]

4

3X

3X
.08

VAC.

2

MODIFIED

MODIFIED

TIGHT
TIGHT

[h,.010]
3X - TABS ONLY

1 ITEM 1 ROTATABLE WAS NONROTATABLE RAF CB 7/96


