
REQUIREMENTS, TESTING AND DELIVERY PREPARATION, SEE
2.  FOR COMPLETE SPECIFICATIONS ON MACHINING, CLEANING, VACUUM
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SURFACE ROUGHNESS

REMOVE ALL BURRS AND
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ANL DOCUMENT #AMS 2685C.

4.  DIMENSIONS IN BRACKETS [  ] ARE MILLIMETERS.

ANL DOCUMENT #410201-00095.

3.  FOR COMPLETE WELDING SPECIFICATIONS, SEE

1.  THIS IS AN U.H.V. COMPONENT.

7.500 O.D. x 6.00 I.D.

A1975900

P4105090601-560000-00

U1 6" ID SHIELDED TRANSPORT
8"-10" FLANGE, 6" I.D.

x 125mm WELDED BELLOWS
ASSEMBLY

1:1

1 1 D

.030 [.762]

.010 [.254]

.005 [.127]

.25

125

       SEE PARTS LIST

7/94

7/94

WELDED BELLOWS, 2 SEGMENT

10" VACUUM FLANGE, ROTATABLE
9.970 O.D. x 5.870 I.D. x .970 THK.

7.970 O.D. x 5.870 I.D. x .940 THK.
8" VACUUM FLANGE, ROTATABLE

INSTALLED LENGTH (DIM. A)

PRESSURE - INTERNAL

NUMBER OF SEGMENTS

MAX. LATERAL OFFSET (DIM. B)

MAX. COMPRESSED LENGTH (DIM. A)

MAX. EXTENDED LENGTH (DIM. A)

NUMBER OF CYCLES

4.92 [125.00]

6.42 [163.00]

10,000

15 psi

2

.12 [3.05]

3.74 [95.00]

T. SANCHEZ
P. ENGELBRECHT

#750-600-2-EE
STANDARD BELLOWS

3

1

2

1

STERLINGP. ENGELBRECHT

347 OR 347L
STAINLESS STEEL

STAINLESS STEEL

STAINLESS STEEL

304

304

1

1

1

PLOT SCALE: DWG. SCALE:( )D 1=1 1

1

SUGGESTED

SECTION A-A

TIG

2X
VAC. TIGHT

1

1.18 [30.00]
2X

A

32
A

STANDARD WELDED BELLOWS

PHONE: (203)-623-2307
WINDSOR LOCKS, CN  06096

SOURCE:

375 TURNPIKE AVENUE

LOG No.

A1975800

A1976000

B

A

P4105090601-560002

P4105090601-560001

BEAM


