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1. THIS IS A ULTRA - HIGH - VACUUM ASSEMBLY (UHV) 005 | A A TYERCINE
KEEP THE UHV PARTS CLEAN DURING ASSEMBLY, SECTION A - A FB -
AND WRAP UP FOR PACKING WITH ALUMINUM FOIL 2X BRAZE OPENING
UHV TIGHT
2. THE ASSEMBLY SHALL BE LEAK TESTED REF. SOURCE B
USING A MASS SPECTROMETER WITH
i~ 7 SS-600-1-4 CONNECTOR MALE TUBE FITTING ssT 2
MINIMUM SENSITIVITY FOR HELIUM MCMASTER CARR SUPPLY CO
OF 2X 10 -10 STANDARD CC/SEC PER c 6 BoX 4255 - = s #110014 2 3/4 0.D. NONROTATABLE VACUUM FLANGE SsT 1
LEAK METER DIVISION, SUCH AS: CHICAGO. IL. 60680-4355 >~ | 5 #100014 2 3/4 0.D. ROTATABLE VACUUM FLANGE SSsT 1
ALCATEL ASM-110TCL TEL: 708-833-0300 i #4464K561 1/8 - 27 HEX SOC. PLUG SST 1
VARIAN NCR 925 OR 936 FAX: 708-834-9427 3 |P4105090801-810003 W1-81 Be WINDOW BERYLLIUM 1
VEECO MS-9, MS-90 OR MS-18 D 2 |P4105090801-810002 | W1-81 EXTENSION TUBE SST 2
Du PONT CEC 24-1208 gﬂaggzvéfggysﬁgwms CORP. 1 |P4105090801-810001 | W1-81 MAIN BODY OFHC COPPER 1 —
CALIBRATION OF THE LEAK DETECTOR HAYWARDY CA 94545-1651 ITEM DWG/PART NUMBER NOMENCLATURE OR DESCRIPTION MATERIAL / SPEC QTY
SENSITIVITY SHALL BE PERFORMED JUST TEL: 1-800-443-8817 PARTS LIST
PRIOR TO TESTING. FAX: 1-510-887-0626 R I § THIS DRAING 19 THE PROPERTY OF
FINAL TEST WILL CONSIST OF SURROUNDING D (SWAGELOK) R A2455600 - ARGONNE NATIONAL LABORATORY
THE ASSEMBLY (BAGGING) WITH HELIUM. THE DEARBORN VALVE & FITTING CO Py <
ASSEMBLY WILL BE REJECTED IF A 2% DEFLECTION 1540 . OLD RAND ROAD X e oRammaY oaTe cueroeseuenarem | oate | e N
IN THE MOST SENSITIVE RANGE OF THE LEAK b0, BOX 847 wey MUSCIA 5/6/96 | D. SHU 5/23/9|  ADVANCED PHOTON SOURCE
DETECTOR IS SENSED WITHIN 1 MIN. O SURFACE ROUGHNESS /| CHECKEDBY O LEADER
WAUCONDA, IL. 60084-0847 D. SHU 5/23/96 T.M. KUZAY  |5/23/96 W1-811.D. FRONT END A
3. WATER PRESSURE TEST AT 300 PSI TEL: 1-708-526-6900 o SEHONE AL o D e s 2.6mm Be WINDOW
AFTER ASSEMBLING. FAX: 1-708-526-1221 OREACE TEXTURE TOBE I SHU/MUSCIA | 5/6/96 ASSEMBLY
ACCORDANCE WITH LATEST ANSI B46.1 RESPONSIBLE ENGINEER APPROVED/RELEASED
4. DIMENSIONS IN [ ] ARE MILLIMETERS AND _ovesowssrocmanon | D, SHU 5/23/9
FOR REF. ONLY MATERIAL SNE 4 SIZE DRAWING NUMBER
SYM CHANGE DESCRIPTION BY cHkD | DATE SEE PARTS LIST -
REVISIONS 'DO NOT SCALE DRAWING sheeT 1ok C P4105090801-810000-00
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